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P-220IP
Premium Business IP Phone

"P-220 IP" is an Enterprise Class New Generation Premium Business 
SIP Phone. It caters to the new-age demands of today, matching 
their ever-evolving communica�on needs. It comes with an 
attrac�ve colour display and with its extensive feature set, it 
assures a deligh�ul user experience.

“P-220 IP" is designed with an open application platform. It is equipped 
with personalization options that make this phone, the best choice for 
the Executive Class.

Key Features

SIP Phone (Supports SIP V2.0, RFC 3261, 3262, 3263, 3264)

2.4" Color LCD Screen

3 Lines support

10/100 Mbps connec�vity

In-built 2 port mini-switch (One Wire to Desk)

Supports RJ9 headset port

13 func�on keys

4 so� keys

5 key naviga�on

Full-duplex speakerphone

Supports IEEE 802.3af PoE and external power adaptor

Supports centralized management

Supports web management
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Voice Ac�vity Detec�on

Comfort Noise Genera�on

Echo Cancella�on

Adap�ve Jitter Buffer

HD Voice

Supported codecs - G.711, G.729, G.723, iLBC, G.722 (HD)

Call logs - 60 entries for Missed, Received and Dialed 
numbers

Phone book - 500 entries supported

Customized ringtone

Volume adjustment: Handset, Speaker and Ring

Call Features

DTMF Mode: In-band, RFC 2833 and SIP info

Caller ID Display or Block 

Call Wai�ng, Call Wai�ng Caller ID supported 

Call Hold

Call Transfer (supervised/blind) 

Call Forwarding

Music on Hold

MWI with Visual Indicator

3-Way Conference

Auto Answer

Call Pickup

Dial Rule

Hotline

Redial

Mute
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Display 2.4" LCD Colour screen

Network Interface 10/100 mbps connec�vity, 2* RJ45 Ports

Feature Keys 3 Line keys
4 So� keys (Menu specific)
13 Func�on keys
5-key Naviga�on
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Headset Port 1* RJ9

HD Audio Supported

Audio Features G.711 (A/u), G.722 (HD), G.723, G.726, G.729 AB, iLBC, Voice Ac�vity Detec�on,
 Comfort Noise Genera�on, Echo Cancella�on, Adap�ve Jitter Buffer

Protocols SIP V2(RFC 3261)
RTP/RTCP(RFC 1889/RFC 1890)
NAPTR for SIP URI Lookup (RFC 2915)
STUN (RFC 3489)
SDP (RFC 2327)
ARP/RARP(RFC 826/903)
SNTP(RFC 2030)
NS/DNS SRV (RFC 1706 and RFC 2782)
IEEE802.1QVLAN/802.1p/DSCP
TR069 (TR104/TR106)
SNMPv2
Support IPv4/IPv6, Dual stack IPv4/IPv6
Sip registered Authen�ca�on supports md5
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Power DC adaptor - 5V, 1A, PoE support

Management TFTP/HTTP/HTTPS for Auto Provisioning
Web Management
Password Management
Local and Remote Syslog (RFC 3164)
Auto Provision
SNTP Time Synchroniza�on
Support Cloud/ Centralized Management
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Environmental Opera�on Temperature: 0~50 Degree C
Storage Temperature: -25~ 85 Degree C
Rela�ve Humidity: 10%~90% No Condensing

Size 8.9 cm (L) x 18.5 cm (W) x 3.4 cm (H)

Weight 0.655 Kg

Technical Specifica�ons
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